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Case：10kW PV System，500W module 20pcs，2 Strings

20 PLC Honeybee650 / Honeybee850 + 1 Beebox-H

GNE PV Module Optimization & Monitoring & Shutdown Diagram

------(Add-on Optimizers，PLC Communication，Residential Projects）



GNE PV Module Optimization & Monitoring & Shutdown Diagram

------(Add-on Optimizers，RF 2.4G/915M/868M，Residential Projects）

Case：10kW PV System，500W module 20pcs，2 Strings

20 Honeybee650 / Honeybee850 + 1 Swarm + 1 Beehive
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Remark:

✱ The optimizer can be installed on the module frame or module bracket

✱ Different optimizer models can be shared in one PV system or PV string

✱ 1MW may require multiple inverters, this installation diagram takes a

single inverter as an example

✱ 1 Swarm can communicate max 200 optimizers, and 1 Beehive can

connect up to 5 Swarms
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Case：1MW PV System，500W module 2000pcs，20 modules per string, 100 Strings

2000 Honeybee650 / Honeybee850 or 1000 Honeybee1600 + 10 Swarm +2 Beehive

GNE PV Module Optimization & Monitoring & Shutdown Diagram

------(Add-on Optimizers，RF 2.4G/915M/868M，Medium or Large Scale Projects）


